* (1, 20RS & (3-1IRS-1 CONTRACT NO. 64560

EAPY secTion COUNTY | JQTAL ISHEET
® * CARROLL | 548 | 168
STA. TO STA

USE STANDARD 701201-02 TO SET UP STANDARD 701316-03. STAG I N G GA FED. ROAD DIST, MO, [ILLINOIS[FED. AID PROJECT

REMOVE PAVEMENT FROM STA. 600+37 TO STA, 603+28 LT AND FROM

STA. 58+39 TO STA., 60+00.00 LT AND RT.
ADJUST MANHOLE.

A. PLACE INLETS, MANHOLES, AND STORM SEWER. REMOVE OLD STORM SEWER
PLACE 1’ OF SUB. GRAN. MATERIAL TYPE A.
PLACE CURB AND GUTTER.

PLACE ALL

BINDER COARSE.

DO COMMERCIAL ENTRANCE.
GRADE AND SHAPE FOR WATER.

USE STANDARD 701201-02 TO SET UP STANDARD 701316-03 FOR STAGE 6B.

. GO TO STAGE 68.
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USER NAME = hensonke

FILE NAME = Ci\projects\p2074B8\d87489stg.dgn

PLOT DATE
PLOT SCALE

WORK ZONE

TYPE III BARRICADE WITH FLASHING LIGHTS

SIGN

= BARRICADE, OR DRUM WITH STEADY BURNING LIGHTS

INDUCTION LOOP DETECTOR

TRAFFIC SIGNAL

W3-3(0)-48 W20-4(0)-48

STA. 58+39.85
END IMPROVEMENTS

W20-3(0)-48

INDUCTION LOOP DETECTOR

SEE DETAIL
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@ 25' CENTERS

STA. 603+28.78
1.12° RT
END IMPRQOVEMENTS

ADJUST MANHOLE

12*" WIDE VERTICLE BARRICADES

ST%. 598-+50.00
12.00" LT

INDUCTION LOOP DETECTOR

5
5007 MIN,

10007 MAX.
W20-4(0)-48 W3-3(0)-48 W20-1(0)-48

R10-6A-2430

* ROUTE 17 (US 52 / IL 64)
*¥ (1,2)RS & (3-DRS~1
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SEE DETAIL nEVISIONS ILLINOIS. DEPARTMENT OF TRANSPORTATION
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SCALE: HORIZ. DRAWN BY
DATE CHECKED BY

STAGING DETAILS




